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SALES DESCRIPTION

• Insertion probe to measure flow in full pipe or open chanel
• Mounting on pipes from DN120 up to DN7500 mm
• Operating temperature from -20°C to +100°C
• Connection by cable gland
• Bossing 2”
• Probe angle 45° or 60° 

INSTALLATION Insertion probe

APPLICATION Full pipe / Open channel

WORKING CONDITIONS Standard

PIPE DIAMETER 120 - 7500 mm

PIPE THICKNESS To be precised placing the order

DRILL HOLE DIAMETER Ø 40 mm

CONNECTION Through cable gland

PROBE ANGLE 45° or 60°

MOUNTING TYPE / or V

TEMPERATURE From -20°C to +100°C

PRESSURE IN BARS Up to 100 bars

BOSSING (IN OPTION) Straight boss 2”

RETRACTABLE UNDER LOAD YES with special tool

VALVE (IN OPTION) PN63

COMPATIBLE CONVERTERS ALL

ATEX NO

ACS NO

IP Type IP68

PROBE MATERIAL `
IN CONTACT WITH THE FLUID STAINLESS STEEL & PEEK

SIZE 140 x 45 x 45 mm

WEIGHT 1,1 kg

SI1820_0504PL1
SI1820_0506PL1
FULL PIPE PIPE DIAMETER 

FROM DN 120 TO DN 7500 MM
MEDIA MEASURED

LIQUIDS

Non contractual document


