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High performance
• �Up to four level measure-

ments per channel/river
• ��Up to 10 input/output 

modules (analogue,  
digital)

• �Graphic screen
• �Echo, gain and quality  

index displayed

High accuracy
�• �Accurate up to 0.5%
• �Repeatability up to 0.1%
• �Breakdown of the section into  

20 height/width points and left/
right points

• �Calculation based on standard 
ISO 6416

Advanced functions
• �Mathematical functions generator
• �Multi-function data logger 
• �Field bus option: Modbus TCP/IP
• �Level/velocity law to calcultate 

flow under minimum level
• �Possibility of integrating  

a virtual chord (Doppler / Radar  
measurement)

Typical Applications
Waste water:  
Flow measurement 
on treatment works 
inlets/outfalls, flow 
measurement within 
treatment process

 
Raw water:  
Flow measurement 
in irrigation channels, 
in rivers up to 500m 
(distance between 
banks)

Great features
• �Up to eight measurement 

points (eight channels) 
with a single device

• �Up to eight speed 
chords on a single 
channel

• �Rail probe mounting 
system for easy 
maintenance*

Adaptable
• �Connection of all 

Ultraflux probes 
or probes already 
installed*

 
Alternative mode
Full pipe  
(with insertion probes)

* Please enquire

Model
single channel
multi-channel
river

media measured
liquids & gases

Uf 811 I Uf 821 I Uf 831 
Open channel & river

Ultrasonic fixed flowmeters
Channels up to 
30m (width)

Rivers up to
500 m 
(distance between banks)



Uf 831 CO / Uf 831 RV
Model Uf811 Uf821 Uf831

Nature of equipment Fixed

Width of channel Up to 30m in clear water (CO = Channel) / Up to 500m in clear water (RV = river)

Use
Flow measurement in a river with the ability to incorporate up to eight speed chords (possible choice on the 
number of chords between channels in case of multi-channel option - up to eight channels if one chord per 
channel)

Max. number of chords 2 4 8

Damping & Memory Adjustable from 0 to 3600 s

Standard inputs / outputs • �2 isolated current inputs 4-20mA, 0-20mA, 0-24mA* - Module 3  
(single module)

In option,  
other modules available

Up to 4 modules to choose from: Up to 10 modules to choose from:

• 1 isolated, active analogue output: current 4-20mA, 0-20mA, 0-24mA • Module 1 (single)
• 2 static relay outputs (50V - 10mA) usable as frequency outputs (up to 1kHz) • Module 2 (single)
• 2 isolated, passive current inputs 4-20mA, 0-20mA, 0-24mA • Module 3 (single)
• 2 isolated, passive analogue 0-10V inputs: 0 to 15V voltage • Module 4 (single)
• 2 temperature inputs PT100/PT1000 • Module 5 (dual)
• 2 contact 5V inputs (pulse or state) • Module 6 (single)
• 2 static relay outputs (50v - 100mA) usable as frequency outputs (up to 30 Hz) - Module 8 (single)

In option,
Communication protocol

Choice between HART or Modbus 
TCP/IP

Modbus TCP/IP  
Note: physically takes the place  
of 5 input/output modules

Display • Graphical LCD screen (14 lines x 20 characters)
• Backlit screen with time delay feature

Troubleshooting help Oscilloscope function (echo displayed) • Gain • Quality index

Set-up • �Quick and simple - by 7-key touchpad - or - via dedicated software supplied
• �Possible to build in an access code

Information storage
• �8MB data logger: time stamping - 1 to 30 variables - up to 536,886 data items
• �3-variable time-stamping: 268,443 lines • 14 variables: 71,584 lines • 30 variables: 34,637 lines
• �Logging frequency from 1 second to 24 hours

Operating system
Ultraflux dedicated software (Windows compatible) for configuration (upload/download the settings),  
read/record the measurement values and download the logger’s data. Measured values and logged data are 
readable with spread sheet software (Microsoft Excel, etc.)

6 Languages French • English • German • Portuguese • Spanish • Italian

Communication RS232 or RS485 to JBUS/MODBUS protocol • 115,200 Bauds - USB port

Power supply 10-32V DC 10-32V DC and 110-240V AC Choice between 10-32V DC 
or 110-240V AC

Enclosure Metallic (aluminum with powder paint)
2kg - 221 x 231 x 59mm

Fiber glass reinforced polycarbonate
3kg - 260 x 290 x 100mm

Stainless steel 304, epoxy paint 
8kg - 300 x 347 x 148mm

Protection IP68 IP67 IP67 (except with Modbus TCP/IP 
option: IP20)

Temperature range For use from -20°C to 70°C For use from -20°C to 60°C For use from -20°C to 50°C

Accuracy
• Up to 0.5% 

Repeatability 
• Up to 0.1%

Linearity
• Up to 0.1%

Ultrasonic transit time
• �Continuous bidirectional 

measurement

Signal analysis
• �By double Digital Signal 

Process (real-time Echo 
Shape Control, digital 
filtering and regulation of 
gain on each signal trans-
mission)

Temporal resolution
• 0.1ns

Time between each flow 
calculation
• 100ms

Units of measurement
• �From litres per second  

to cubic metres per 
day

Volume metering
• �From a millilitre  

up to 1,000 cubic 
metres

Memory capacity
• Up to 11 configurations

Other important information
• �Ability to incorporate  

a virtual chord (please ask)
• �Level measurement  

not included
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